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VS 2 DN 15-25
Operating Guide
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VS 2

IP 54
AMV(E) 10 

IP 54 
AMV(E) 13

IP 54 
AMV(E) 20/30, 23/33

IP 54 
AMV 150

PN 16

AMV(E) 13 + 
VS 2 DN 15-25

AMV(E) 10 + 
VS 2 DN 15- 25

AMV(E) 20/30, 23/33 + 
VS 2 DN 15-25

AMV 150 + 
VS 2 DN 15
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AMV(E) 13 + 
VS 2 DN 15-25

H
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AMV(E) 10 + 
VS 2 DN 15-25
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AMV(E) 20/30, 23/33 + 
VS 2 DN 15-25

H
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AMV 150 + 
VS 2 DN 15

DN
L

1
L

2
L

3
H a SW

mm ISO 228/1 (mm)

15 139 131 65 54 G ¾A 32

20 154 142 70 58 G 1A 41

25 159 159 75 58 G 1¼A 46
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② (max. 25 Nm)

32

DN
L

1

mm

15 69

20 74

25 79
L
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DN
H

1
H

2
H

3
H

4

15 142 145 155 140

20 149 152 162 -

25 155 158 168 -

Type AMV 
150

AMV 
10/13

AME 
10/13

AMV(E) 
20/23

AMV(E) 
30/33

VS 2 DN 15   - - -

VS 2 DN 20 -    

VS 2 DN 25 -    


